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FLOOR PLAN
SCALE 1:50
TOTAL FLOOR AREA: 88m²
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Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

900mm wide concrete apron to Engineers detail.
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Built-in concrete
bench to detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.
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Line of roof above

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Built-in concrete
bench to detail.

Built-in concrete
bench to detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.
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COVERED EATING AREA
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SCALE 1:50
SECTION D-D

Overhang Overhang

0.8mm colomate finished metal ridge
cap with ridge closer to manufacturer's
specification.

Watertite seamless aluminium
guttering (or equal approved) 150mm
x 125mm industrial OGEE x 0,8mm -
brackets fixed at 500mm centres on
nutec fascia board. Colours to
Architect's specification.

12X225mm Fibre cement fascia board.

75x50mm aluminium downpipe.

TRUSSES TO SPECIALIST DESIGN & PREFABRICATION

Exposed rafters to be carbolineumn painted.

Grano finish on 100mm surface bed
on 250mm micron dpm on 50mm sand
bed on well compacted fill to
Engineers detail.

Plaster & Paint (colour as per Architect)

0.8mm colomate finished metal ibr profile roof sheeting @17° on
insulation on 76x50mm s.a pine purlins @ 750mm c/cs on
prefabricated timber trusses to Engineer's detail and specification.

900mm wide 25MPa concrete apron
cast in panels not exceeding 3m with
wood float finish to Engineers detail.

COVERED EATING AREA

Roof Pitch

Concrete foundation to
Engineer's detail.

Provide chloradine or similiar
approved soil poisoning under all

surface beds to Engineer's
specification.

Walk way

Built-in concrete
bench to detail.

Ø100mm hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Ø100mm hot dip galvanised steel
circular hollow section post to
Engineer's detail.

Built-in concrete
bench to detail.

Concrete foundation to
Engineer's detail.

NOTES:
- Provide Lightning Protection on all buildings as specified
by Engineer.
- Brick walls reinforced with brick force on every third
course below ground level and every fourth course
above ground level as specified by Engineer.

Ridge Level

Wall Plate Level

Wall Height

T.O.C

PLATFORM LEVEL

DETAIL 01

DETAIL 02

38x114mm sw
timber beam.

DETAIL 02

DETAIL 03 DETAIL 03

NGL NGL

LEGEND (Drainage)

AAV AUTOMATIC AIR VENT

BLACK WATER DRAINAGE
PIPES BELOW SLAB/IN SLAB

FD

GULLEY TRAPG

FLOOR DRAIN

GREY WATER DRAINAGE
PIPES BELOW SLAB/IN SLAB

LEGEND (Water Services)

HOT WATER SUPPLY

HOT WATER RETURN

ISOLATING VALVE

COLD WATER SUPPLY (PORTABLE)

WATER PUMP

PIPE DROP/RISE

HEAT PUMP SUPPLY/RETURN

AUTOMATIC AIR VENT

BALANCING VALVE

MECHANICAL CONTROL PANEL

ELECTRICAL POWER SUPPLY

PRESSURE REDUCING VALVE

COLD WATER SUPPLY (HARVESTED)

BRICK WALL

BRICK PAVING

CONCRETE ON FLOOR PLAN

LEGEND (Hatch)

FACEBRICK

PLASTER

ROOF COVER

TIMBER

CONCRETE ON SECTION

TELEPHONE POINT

NEW DOUBLE 16amp STANDARD SOCKET 3 PIN

DATA POINT

LEGEND (Electrical)

P

NEW 16 amp STANDARD SOCKET 3 PIN

POWER POLE

3 COMPARTMENT POWER SKIRTING

S SPEAKER FOR ONE WAY PUBLIC ADDRESS SYSTEM
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0.8mm colomate finished
galvanised metal ridge cap
with ridge closer to
manufacturer's specification.

0.8mm colomate finished metal ibr
profile roof sheeting @17° on insulation
on 76x50mm s.a pine purlins @ 750mm
c/cs on prefabricated timber trusses to
Engineer's detail and specification.

Watertite seamless aluminium
guttering (or equal approved) 150mm
x 125mm industrial OGEE x 0,8mm -
brackets fixed at 500mm centres on
nutec fascia board. Colours to
Architect's specification.

ELEVATION 2
SCALE 1:100

Plaster & paint, colour
as per paint schedule.

Wall Plate Level

Wall Height

T.O.C

Ridge Level

Wall opening

Ø100mm dia hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Wall opening

Plaster & paint, colour
as per paint schedule.

PLATFORM LEVEL
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0.8mm colomate finished
galvanised metal ridge cap
with ridge closer to
manufacturer's specification.

0.8mm colomate finished metal ibr
profile roof sheeting @17° on insulation
on 76x50mm s.a pine purlins @ 750mm
c/cs on prefabricated timber trusses to
Engineer's detail and specification.

Watertite seamless aluminium
guttering (or equal approved) 150mm
x 125mm industrial OGEE x 0,8mm -
brackets fixed at 500mm centres on
nutec fascia board. Colours to
Architect's specification.

ELEVATION 4
SCALE 1:100

Plaster & paint, colour
as per paint schedule.

Ridge Level

Wall Plate Level

Wall Height

T.O.CWall opening

Ø100mm dia hot dip
galvanised steel circular
hollow section post to
Engineer's detail.

Wall opening

Plaster & paint, colour
as per paint schedule.

PLATFORM LEVEL
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0.8mm colomate finished metal
ibr profile roof sheeting @17° on
insulation on 76x50mm s.a pine
purlins @ 750mm c/cs on
prefabricated timber trusses to
Engineer's detail and
specification.

0.8mm colomate finished
galvanised metal ridge cap
with ridge closer to
manufacturer's specification.

Watertite seamless
aluminium guttering (or
equal approved) 150mm x
125mm industrial OGEE x
0,8mm - brackets fixed at
500mm centres on nutec
fascia board. Colours to
Architect's specification.

ELEVATION 1
SCALE 1:100

Plaster & paint, colour as per paint
schedule.

overhangoverhang

275x80mm fibre cement
barge board.

Ridge Level

Wall Plate Level

Wall Height

T.O.C

PLATFORM LEVEL

rwdprwdp

NGL NGL

800

25
0

1 
87

0
93

5
1 

44
5

4 
25

0

+1262.000

+1263.870

+1264.805

+1266.250

800

Watertite seamless
aluminium guttering (or
equal approved) 150mm x
125mm industrial OGEE x
0,8mm - brackets fixed at
500mm centres on nutec
fascia board. Colours to
Architect's specification.

0.8mm colomate finished metal
ibr profile roof sheeting @17° on
insulation on 76x50mm s.a pine
purlins @ 750mm c/cs on
prefabricated timber trusses to
Engineer's detail and
specification.

0.8mm colomate finished
galvanised metal ridge cap
with ridge closer to
manufacturer's specification.

ELEVATION 3
SCALE 1:100

Plaster & paint, colour as per paint
schedule.

overhangoverhang

275x80mm fibre cement
barge board.

Ridge Level

Wall Plate Level

Wall Height

T.O.C

PLATFORM LEVEL

rwdprwdp

NGL NGL
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0.8mm colomate
finished metal ibr
profile roof sheeting
@17° on insulation
on 76x50mm s.a
pine purlins @
750mm c/cs on
prefabricated
timber trusses to
Engineer's detail
and specification.

Watertite seamless
aluminium guttering
(or equal
approved) 150mm
x 125mm industrial
OGEE x 0,8mm -
brackets fixed at
500mm centres on
nutec fascia board.
Colours to
Architect's
specification.

SCALE 1:50

ROOF PLAN

76x50mm
s.a pine
purlins @
750mm c/cs
on
prefabricate
d timber
trusses to
Engineer's
detail and
specificatio
n.

Watertite seamless
aluminium guttering (or
equal approved) 150mm
x 125mm industrial OGEE
x 0,8mm - brackets fixed
at 500mm centres on
nutec fascia board.
Colours to Architect's
specification.

Timber trusses to
Engineer's detail
& specification to
be fixed by
specialist.

Exposed rafters to be carbolineumn painted.

275x80mm Fibre cement
barge board.

0.8mm colomate
finished metal ridge
cap with ridge closer
to manufacturer's
specification.
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COVERED
EATING AREA

30m FIRE HOSE REEL & 2 x 4,5kg DCP FE

FIRE HYDRANT

FIRE EXTINGUISHER

H

LEGEND (Fire Services)

N

N

N

DECANTING COVERED EATING AREA -
GROUND FLOOR PLAN, SECTION, ROOF
PLAN & ELEVATIONS.
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