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2 TYPE: w17 w18
Refer to plan for handing Refer to plan for handing
FRAME: SS School Type rolled steel SS School Type rolled steel
TYPE: D3 G2 (as per DETAIL G2) window sections. SABS approved. window sections. SABS approved.
FRAME: 1.2mm galvanised pressed metal 45x45x3mm Square tubing GLASS: 6,38mm Clear Iaminateq safety glass (top panels) | 6,38mm Clear Iaminateq safety glass (top panels)
1 No. frame suitable for 230mm wall frame bolted to face of wall . & 6,38mm Obscure laminated safety glass (bottom | & 6,38mm Obscure laminated safety glass (bottom
' ’ panels) embedded into frame with steel window putty| panels) embedded into frame with steel window putty
] ] 1x primer coat, 1x universal undercoat & FITTING: Approved standard brass fittings Approved standard brass fittings
F.FINISH: Galvanised. Not painted. 2x coats gloss enamel paint completed with window. completed with window.
. 2032X813X40mm Solid 40x60x2mm Square tubing in
DOOR: flush panel door with gate surround. B. BARS @8mm bars @8mm bars
veneer both sides 40X6mm Flat mild steel rail
holed for 19mm@ vertical rods FINISH: Galvanised. No Painting required Galvanised. No Painting required
and welded to surround.
Courses adjacent to window jambs Courses adjacent to window jambs
. ) . NOTES: are to have cares filled allowing are to have cares filled allowing
D.FINISH: Wood primer, one coat undercoat 1x primer coat, 1x universal undercoat & fixing 1uas to be built-i fixing 1uas to be buil-i
and two coats gloss 2x coats gloss enamel paint IXing ugs to be bullt-in Xing fugs to be built-in
FURNITURE | (1x) ASSA ABLOY 2X18SC (1x) UNION MGA47 47MM PADLOCK SCALE: | DETAIL DESCRIPTION.
CYLINDER PROFILE STD \_ 1:50 WINDOW SCHEDULE -

ASSA ABLOY 87001SS
FLOOR DOOR STOP SATIN SS

(1)

(1x) ASSA ABLOY AL6CA45-05AS

CEDAR ON PLATE PROFILE
(3x)
(1x)

Hinges by Frame Manufacturer

L-22315-76SS
UNION 315 DOORLOCK SS

(1x) Cabin hook & Eye

(3x) HINGES BY FRAME MANUFACTURER.

SCALE:
1:50

DETAIL DESCRIPTION.
DOOR SCHEDULE

Inspect existing roof trusses and repair or.
replace damaged roof trusses where required.

Replace purlins with 76mm x 50mm SA Pine
purlins and fix to trusses with hurricane clips.
Purlins to be treated with CARBOLINEU
on al sides before being fixed.

A

New 0.58mm galvanised steel Cromadek

igecapping, finish to match roof covering.
See detail D

538 3

2600 ® WALL PLATE
HEIGHT

Classroom 5

Plaster & paint

Existing Asbestos Roofsheeting to be removed in safe manner by Specialist.
New Roofsheeting to be fitted

Global Roofing Solutions 0.58mm thick 700mm cover Klip-Lok 700™ profile roll-formed in continuous lengths
from Chromadek® Z200 spelter ISQ550 (Colour to finishing schedule) finish top coat and Pebble Grey backing
coat Galvanised steel roof sheeting,fixed to timber intermediate purlins at MAX 2500mm centres and eaves
and ridge purlins at MAX 2100mm centres using KL700 clips fixed with 10No.11 x 45mm long self drilling wafer
head PH2 screws, type 17 drill point fasteners, all in accordance with the manufacturer's specifications by a

GRS approved contractor.

4mm Double Sided Alububble® Code 1983, D10 both sides reflective foil
s manufactured by Africa Thermal Insulations +27 11 462 9122" installed to
manufacturers recommendations.

lew 15mm medium density fibre cement fascia boards. Painted

comprising 125 x 100mm rectangular gutter and "0.5" size 100 x 75mm
rectangular downpipe with all necessary outlets, offsets, fascia brackets,
stopends, shoes, angles, spreaders and holderbats.

Prepare walls for paint to specification and colour scheme.

Interior walls: Remove all loose paint and plaster and replaster smooth &
repaint entirely.

Exterior Walls: Remove all loose paint and plaster and replaster

ooth & repaint entirely.

"12mm steel trowel to smooth surface (4:1mix2 cement plaster mix.
Surface to be tested for moisture before new finish is applied.

Walls to be painted with Plascon Wall & All to new interior cement plaster
as per manufacturer's specifications”

Clean existing concrete floors and Scarify floor surface,
lay engineers screed to cover cracks if required.
FloorworX Superflex fully flexible vinyl floor tiles
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Section A-A

Block B: 5x Classroom Block
Kwabulawayo HS
1:50

Existing Asbestos Roofsheeting to be removed in safe manner by Specialist.

New Roof sheeting to be Concealed Fix Klip-Lok 700,
0,58mm thick light industrial steel sheeting. SEE ROOF LAYOUT

CHROMADEK metal barge board
la—flashing as per Detail C

/—New 15mm medium density fibre cement fascia boards. Painted

2 600@ WALL PLATE

0000 ® FLOOR LEVEL

—

A

New COLOMET finished OGEE aluminium 125 x 100mm rectangular

gutters and 100 x 75mm rectangular downpipes to water tanks

Remove all loose paint and plaster and replaster
'smooth & repaint entirely.

Remove existing galvanised steel window frames.
+——Fit new Window frames as per WINDOW SCHEDULE
and make good

Existing doors to be removed completely and replaced

GROUND LEVEL

New Gate G2
as per Door Schedule

WEST ELEVATION

Block B: 5x Classroom Block

Kwabulawayo HS

1:100

4 492® TOP QF ROOF_

2 600® WALL PLATE_

0000 ® FLOOR LEVEL

\ Remove existing galvanised steel window frames.
it new Window frames as per WINDOW SCHEDULE

and make good

~ Remove existing galvanised steel window frames.
it new Window frames as per WINDOW SCHEDULE
and make good

GROUNDLEVEL _as per door schedule and made good.
Existing galvanised steel frames to be
inspected and replaced where required.

Existing Asbestos Roofsheeting to be removed in safe manner by Specialist.

New Roof sheeting to be Concealed Fix Klip-Lok 700,

0,58mm thick light industrial steel sheeting. SEE ROOF LAYOUT

CHROMADEK metal barge board
le—flashing as per Detail C

/—New 15mm medium density fibre cement fascia boards. Painted
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New COLOMET finished OGEE aluminium 125 x 100mm rectangular
gutters and 100 x 75mm rectangular downpipes to water tanks

Remove all loose paint and plaster and replaster
smooth & repaint entirely.

Remove existing galvanised steel window frames.
+——Fit new Window frames as per WINDOW SCHEDULE
and make good

GROUND LEVEL

EAST ELEVATION

Block B: 5x Classroom Block

Kwabulawayo HS
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Remove existing galvanised steel window frames.
Fit new Window frames as per WINDOW SCHEDUL EF———
and make good

\ Remove existing galvanised steel window frames.
it new Window frames as per WINDOW SCHEDULE

and make good

Fit new Window frames as per WINDOW SCHEDUL EF———

Remove existing galvanised steel window frames.

and make good
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2x New 1200 x 900mm PARROT PINBOARDS

pinningboard (CODE: BD0241)

Verify condition of floors, replace only if needed
Clean existing concrete floors and Scarify floor surface,
lay engineers screed to cover cracks if required.
FloorworX Superflex fully flexible vinyl floor tiles
as per Floor Finish Schedule, all in
accordance with manufacturers instructions and
applied by an approved applicator

Classroom 3

2x New 1200 x 900mm PARROT magnetic
CHALKBOARDS (CODE: BD2741)

2x Newl 1200 x 900mmIPARROT PINBCI)ARDS

pinningboard (CODE: BD0241)

Verify condition of floors, replace only if needed.
Clean existing concrete floors and Scarify floor surface,
lay engineers screed to cover cracks if required.
FloorworX Superflex fully flexible vinyl floor tiles
as per Floor Finish Schedule, all in
accordance with manufacturers instructions and
applied by an approved applicator

Classroom 4

2x New 1200 x 900mm PARROT magnetic
CHALKBOARDS (CODE: BD2741)

2x Newl 1200 x 900mmIPARROT PINBCI)ARDS

pinningboard (CODE: BD0241)

Verify condition of floors, replace only if needed.
Clean existing concrete floors and Scarify floor surface,
IaP/ engineers screed to cover cracks if required.
FloorworX Superflex fully flexible vinyl floor tiles

| as per Floor Finish Schedule, all in
ccordance with manufacturers instructions and
applied by an approved applicator

[\

Classroom 5

2x New 1200 x 900mm PARROT magnetic
CHALKBOARDS (CODE: BD2741)

Verify condition of floors, replace only if needed.
Clean existing concrete floors and Scarify floor surface,
lay engineers screed to cover cracks if required.
FloorworX Superflex fully flexible vinyl floor tiles
as per Floor Finish Schedule, all in
accordance with manufacturers instructions and
applied by an approved applicator

Classroom 6

pinningboard (CODE: BD0241)

2x New 1200 x 900mm PARROT PINBOARDS
2x New 1200 x 900mm PARROT magnetic

Classroom 7

pinningboard (CODE: BD0241)
8 & 900mm PARROT magnetic

CHALKBOARDS (CODE: BD2741)

CHALKBOARDS (CODE: BD2741)
2x New 1200 x 900mm PARROT PINBOARDS

56.8m? 56.4m> 56.7m? 55.6m? 55.6m?
Vinyl Tiles Vinyl Tiles Vinyl Tiles Vinyl Tiles Vinyl Tiles
Verify condition of floors, replace only if need
Clean existing concrete floors and Scarify floor su
lay engineers screed to cover cracks if requir

FloorworX Superflex fully flexible vinyl floor tile‘§

as per Floor Finish Schedule, all in [

accordance with manufacturers instructions ard

applied by an approved applicator &
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as per Floor Finish Schedule, all in
accordance with manufacturers instructions and
applied by an approved applicator

GROUND LEVEL

Heunis Rainwater Goods 0,4mm thick Z160 galvanised steel rainwater disposal system

o

Scale 1:50

(Word length)
—

_—
Fanlight (If specified)
0
. Type 2 door signage as per
N 1B52=— oor Signage Schedule

Type 1 door signage as per

: Store

7o,

Door Signage Schedule

Standard 1.2mm thick

1800 mm
(From floor)

Scale 1:20

]

residential section door frame.

DETAIL NO:

\DSO1

/
Type 1:

SCALE: DETAIL DESCRIPTION:

As shown | DOOR SIGNAGE DETAIL
Letters: English, Arial

StO re Height: 50mm
Colour/Finish:  Black letters on anodised silver background
. Size: 2.5mm x 70mm x word length, fixed to door
Information

Required: a) Classroom 3,4, 5, etc (fo 7)

Signage

Custom made Aluminium

Plates

400

‘EI lassroom X|

240

—_—

] [Store |

/
\

1:10 DOOR SIGNAGE (TYPE 1)

J

Type 2:

\

Letters: English, Arial
Height: 30mm
Colour/Finish: Black letters on anodised silver background
. Size: 2,5 x 50mm X word length, fixed to doorframe at top
Information
S|g nage Numbers: Refer to __B1 ; B2; B3..|on New Floor Layout

Custom made Aluminium

Plates

1:10 DOOR SIGNAGE (TYPE 2)

New 0.58mm galvanised steel Cromadek ridgecapping,

See detail D

Existing Asbestos Roofsheeting to be removed in safe manner by Specialist.
lew Roof sheeting to be Concealed Fix Klip-Lok 700,
0,58mm thick light industrial steel sheeting. SEE ROOF LAYOUT

CHROMADEK metal barge board
flashing as per Detail C
lew 15mm medium density fibre cement fascia boards. Painted

New COLOMET finished OGEE aluminium 125 x 100mm rectangular
qutters and 100 x 75mm rectangular downpipes to water tanks

Remove all loose paint and plaster and replaster

GROUND LEVEL

NORTH ELEVATION

Block B: 5x Classroom Block

Kwabulawayo HS

1:100

2 600® WALL PLATE _
HEIGHT

0000,/ FLOOR LEVEL
—(:)— T

smooth & repaint entirely.

GROUND LEVEL

New 0.58mm galvanised steel Cromadek ridgecapping,

See detail D

Existing Asbestos Roofsheeting to be removed in safe manner by Specialist.
lew Roof sheeting to be Concealed Fix Klip-Lok 700,
0,58mm thick light industrial steel sheeting. SEE ROOF LAYOUT

CHROMADEK metal barge board
flashing as per Detail C
lew 15mm medium density fibre cement fascia boards. Painted

New COLOMET finished OGEE aluminium 125 x 100mm rectangular
qutters and 100 x 75mm rectangular downpipes to water tanks

Remove all loose paint and plaster and replaster

'smooth & repaint entirely.

GROUND LEVEL

SOUTH ELEVATION

Block B: 5x Classroom Block
Kwabulawayo HS
1:100
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