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SCHEDULE OF FITTINGS
TREATMENT

REF DN DESCRIPTION WALL FLANGE |GALVA— |EPOXY| QTY

t DRILLING | NISED [ RESIN

mm PAINT
A * HEAVY DUTY GALVANISED BARREL NIPPLE - - * - 4no
B * FLOW CONTROL/ REGULATING VALVE - - * - 1no
C * XXXXX - - * - Tno
D * SAMPLING TAP - - * - Tno
E * PRESSURE GAUGE - - * * 1set
F * VACCUM BREAKER/ CHECK VALVE - - - - 2no
G * DISMANTLING JOINT - — * - Tno
H * NON—RETURN VALVE - — * - 2no
I * XXXX - — * - 2no
J * AIR VALVE - — * - 2no
K * GATE VALVE - — * - 2no

*" NOTE: — FOR DN OF ALL FITTINGS, REFER TO RELEVANT NODAL DESCRIPTION IN DOCUMENT

NN AN

TO BE APPROVED BY THE

TYPICAL SECTION A-A ENGINEER. LIFTING OF
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CONCRETE DISCHARGE HEAD  PLINTH
—=———— ANCHOR BOLTS AND POSITIONS THERE
OF ACCORDING TO SUPPLIERS DETAILS

NTS PUMP +40mm.
BOREHOLE COLUMN SPECIFICATIONS SABS 1123 1977 FLANGE DRILLING TABLE
_ TABLE 1 000/4 - STEEL SCREWED BOSS FLANGES
) COLUMNS WITH A DIA LESS THAN 65mm MUST BE
MANUFACTURED FROM MEDIUM GALVANISED TUBING FLANGE BOLT DRILLING
ACCORDING TO SABS 62 SPEC.
i) COLUMNS WITH A DIA MORE THAN 65mm MUST BE ND D]t DIA NO | DIA | PCD
MANUFACTURED FROM HEAVY WALL TUBING WITH A 4.85mm 6 75 3 M10 4 | 11 50
MIN WALL THICKNESS ACCORDING TO SABS 62 SPEC. 8 80 8 M10 4 | 11 55
iii) BELL—MOUTH COLUMNS ARE NOT ACCEPTABLE. 10 90 8 M12 4| 14 60
iv) COLUMNS MUST INCULDE SOCKETS, SHAFTS, BOBBIN 15 95 8 M12 4| 14 65
BEARINGS, ETC. 20 105 8 M12 4 | 14 75
v) A SUFFICIENT QUANTITY OF LUBRICANT, AS PRESCRIBED 25 115 8 M12 4| 14 85
BY MANUFACTURER, SHALL BE INCLUDED. 32 140 10 M16 4 | 18 100
vi) ALL THREADS SHALL BE PARALLEL TRUNCATED. 40 150 10 M16 4 | 18 110
vii) SOCKETS SHALL BE PRECISION MACHINED FROM SEAMLESS 50 165 10 M16 4 | 18 125
HEAVY WALL TUBE. 65 185 10 M16 4 | 18 145
viii) STANDARD GALVANISED SOCKETS FOR SIZES ABOVE 25mm 80 200 12 M16 8 18 160
DIA ARE NOT ACCEPTABLE 100 220 12 M16 8 18 180
ix)  STAG SEALER TO BE USED ON COLUMN THREADS. *¥125 250 14 M16 8 18 210
150 285 16 M20 8 | 22 | 240

* Non—preferred size.

WATER METER SPECIFICATIONS

i) THE METERS METROLOGICAL CLASS SHALL
BE CLASS B OR BETTER IN ACCORDANCE
WITH SABS 1529.

i) THE METER SHALL BE CLEARLY MARKED
WITH THE FOLLOWING INFORMATION ON
THE BODY, INDICATOR DIAL, SERIAL
NUMBER WITCH INCLUDES THE YEAR OF
MANUFACTURE AND THE SABS APPROVAL
NUMBER FOR THE SPECIFIC MODEL. ALL
MUST BE VISIBLE FROM ABOVE.
DETATCHABLE COMPONENTS SHALL NOT BE
UTILISED FOR THIS PURPOSE.

SCHEDULE OF MECHANICAL EQUIPMENT PIPEWORK & FITTINGS

These notes apply to all the Schedules herefollowing:

NOTES:
1) THE FOLLOWING SHALL BE THE MINIMUM WALL THICKNESSES
FOR PIPES OF NOMINAL OUTSIDE DIAMETER :-

a) 400mm ND AND SMALLER DIAMETERS  : 4,5mm

b) 450mm AND UP TO 550mm ND : 6mm
c) 600mm AND UP TO 1092mm ND : 8mm
d) 1118mm AND UP TO 1245mm ND : 10mm

2) ALL FLANGES TO BE DRILLED SABS 1123-1977 TABLE
1000/4 AS DETAILED AND REFERRED TO AS SABS10/4
IN THE SCHEDULE OF FITTINGS.

3) MAKE OF ALL VALVES TO BE APPROVED BY ENGINEER IN
WRITING.

4) THE LENGTHS OF PIPES AND FITTINGS ARE APPROXIMATE
ONLY — ACTUAL LENGTH TO BE ADVISED ONLY AFTER APPRO-
VAL OF VALVES BY ENGINEER.

5) NO ALLOWANCES HAVE BEEN MADE IN PIPE AND FITTING
DIMENSIONS FOR PACKINGS, GASKETS AND GAPS BETWEEN
PIPEWORK — PROVISION FOR THESE TO BE MADE BY
SUPPLIERS.

6) FLANGE HOLES TO BE DRILLED TO ALLOW EXACT ALIGNMENT
VERTICALLY AND HORIZONTALLY, AS DETAILED ON THE
DRAWINGS, OF ALL PIPEWORK AND EQUIPMENT.

7) ALL WELDING TO BE FULL STRENGTH, FULL PENETRATION.

8) CORROSION PROTECTION TO BE IN ACCORDANCE WITH SPECI-
FICATIONS:

LEGEND OF CORROSION PROTECTION TREATMENT AS FOLLOWS:

G . GALVANISING

ET . EPOXY TAR

EE  : EPOXY RESIN PAINT
B . BITUMEN WRAPPING
P : PAINTING

a) GALVANISING — WHERE GALVANISING IS SPECIFIED IT
SHALL BE CARRIED OUT BY THE HOT DIP PROCESS
TO PROVIDE A MINIMUM MASS OF ZINC COATING OF
650 g/sq m IN ACCORDANCE WITH SABS 763-1977
CLAUSE 4.3.1 TABLE 2.

b) EPOXY RESIN PAINT — EPOXY RESIN PAINT SHALL BE
‘COPON EP 2300". IT SHALL BE APPLIED IN THE
WORKSHOP BY SPRAYING TO A FINAL THICKNESS OF
NOT LESS THAN 300 MICRON. AFTER INSTALLATION
ANY CHIPS OR SCRATCH MARKS SHALL BE MADE GOOD
ON SITE WITH BRUSH APPLIED EPOXY PAINT.

9) THESE SCHEDULES TO BE READ IN CONJUNCTION WITH THE
DRAWINGS AND SPECIFICATIONS.

10) ALL LEVELS TO BE VERIFIED ON SITE PRIOR TO THE
COMMENCEMENT OF ANY WORK, AND THE ENGINEER TO BE
NOTIFIED IN CASE OF ANY DISCREPANCIES.

NOTES :
1) ALL PACKINGS, NUTS, BOLTS AND WASHERS TO
BE SUPPLIED WITH FITTINGS TO ENSURE THE
COMPLETE INSTALLATION AND CORRECT OPERATION
OF THE ENTIRE PUMPING EQUIPMENT AND/OR
PIPEWORK INSTALLATION.
2) ALTHOUGH THE USE OF FINE THREAD NUTS AND
BOLTS IS SOUND ENGINEERING PRACTICE FOR
COUPLING OF FLANGED FITTINGS, IT IS NOT
OBLIGATORY. THE ONUS REMAINS ON THE CONTRACTOR
TO ENSURE A DRIP TIGHT FIT WITHOUT WARPING THE
FLANGES.
3) GALVANISED PIPEWORK TO BE INSTALLED WITHOUT DAMAGE
TO THE GALVANISING, ANY MARKS MADE BY THE PIPE WRENCH
MUST BE LEFT AS IS FOR INSPECTION. NO SANDING OR
PAINTING OF THE PIPEWORK WILL BE ACCEPTED.
EXPOSED THREADS TO BE TREATED WITH A ZINC BASE PAINT.
4) STAG AND HEMP SEALER TO BE USED TEFLON SEALER IS NOT
ACCEPTABLE.

| GENERAL NOTES

FIGURED DIMENSIONS ONLY TO BE USED.
COORDINATES BASED ON WGS84
LEVELS BASED ON MSL DATUM
DISCREPANCIES, ERRORS AND OMISSIONS ARE TO
BE REPORTED TO ENGINEER IMMEDIATELY THEY
BECOME EVIDENT.
o SHOP DRAWINGS TO BE SUBMITTED FOR
APPROVAL PRIOR TO MANUFACTURE OR
INSTALLATION.
o COPYRIGHT AND RIGHT OF REPRODUCTION OF
THIS DRAWINGS OR ANY PORTION THEREOF IS

RESERVED.
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